To make your Asian Longhorned Beetle model
*You will need: scissors, glue (glue sticks work well)

*For better model colour reproduction and sturdiness we recommend
printing your model on a Matte finish 361b. inkjet paper or similar.

Body Construction
1. Carefully cut out all pieces.

1A. Cut triangular points on body on
2 sides. You may need to use a
sharp utility knife or box cutter
for this step.

1B. Cut along dotted lines on body
piece.

1C. Fold down on solid lines on
the long body tabs and upwards
on short front body tabs.

1D. Bring cut edge (dotted line) to
edge of folded body tab and
glue in place.

1E. Bring body tabs together
under body and glue together
along overlap line.

1F. Glue front body tabs together
as shown.

1G. Fold out triangular points.

Head Construction

2C.

Fold along
all lines in
diamond

2A. Fold along ‘mouth’
line.

2D. Fold down along
lines on both sides
of mouth to create
tabs.

2B.Carefully fold along
curved lines around
eyes.

2E. Curl/roll both top
and bottom of neck.

Head Construction to be continued on next page

2C. To form bend in
lower part of ‘neck’,
carefully fold along
edge and centre lines
of diamond as shown.

2F. Curl edge of top
neck piece to line up
with edge of eye, line
up corner of ‘face’ tab
with lower edge of neck
and glue in place.



Asian Longhorned Beetle Model Construction

Head Construction Continued

2H. Fold and tuck
mouth/neck inside head.
Your head should be
starting to take shape.

2G. Glue folded
mouth tabs together
as shown.

21. Roll upper neck
around lower neck and
glue corners as shown
to hold in place.

2J. Insert head into body opening as
shown. This is a friction fit (no glue) so
head can be turned. Check fit (snug
not tight) remove the head to start
work on antennae construction.

Antennae Construction

P
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3A. Tightly roll trapezoid

Point

3B. Using a pin poke

Tape
Placement

3C. Bend cone approx. 3D. Glue pairs of antennae

shaped pieces into cone
shapes by lining up long
pointed end with printed
line. The tighter and pointier
the cone shapes the better.
Glue to hold.

holes where indicated on
head. Widen holes
enough to fit tip of cone.
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4mm from tip, wrap small
piece of tape around and
extending beyond bent tip
and insert into hole on
head. The extra length
added by the tape helps to
hold the antennae in place.

3E. Slide head piece into body.

pieces together to make
them double sided, curl
gently along length and
insert into cones. Fold/tuck
ends of cone in to hold
antennae in place.

Wing Construction

4A. Cut along white lines

on wing piece to create tabs.

4B. Overlap corner cuts
by lining up bottom edges,
glue in place. Gently curl
wings lengthwise.

as shown.
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4D. Position wings and

glue in place as shown.

4C. Fold down top tabs

Inside Tab
Placement

Leg Construction

pairs (you will need to
print second leg sheet
for this optional step).

glue to body at ‘x’s.

5. Glue legs together in

Bend legs as shown and

To Finish

6. Position beetle on
stump as desired and
glue feet to attach. Be

trapdoor.

careful not to block the










